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Amendnmnte to the Claims 

1 (Currently amended) A liquid absorbent device, comprising: 
a liquid impermeable outer oover having a central tongKudinal axis, and Including a top 
edge a bottom edge, a Ml ade edge and a second s«e edge, . 'H side section between the 
M side edge and me central longitudinal a*s. and a second «. secuon between *e second the 

side edge end the central longitudinal axis. 

. a M frangibie line in the ft* side se*n of the outer cover, and a second frangible line 

in the second side section of the outer cover. 

a liquid permeable tar end an absorbent medium ioined v*h the outer cover to form a 
M d absorbent device, at least the liquW absorbent medium being MM between me firs. 

frangible line and the second frangible line. 

the liquid absorbent device being folded so the outer cover forms the exterior of the folded 
, iq uid absorbent device such that upon removal of portions of the outer cover outboard the 
frangible lines and unfolding the liquid absorbent device and^oDM^^ a 
remaining portion of theouter cover is^a^erm forms a liquid impermeable layer of the 
, iquW absorbent device that includes the liquki permeable liner end the absorbent medium. 

2. (Original) The device of claim 1 further comprising a first joining element in the first side 
section, and a second joining element in the second side section. 

3. (Origina.) The device of claim 2 wherein the first joining element and the second joining 
element join respective portions of the folded outer cover together. 

4. (Original) The device of claim 1 wherein each frangible line is in generally overlapping 

alignment with itself. 
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5. (Original) The device of claim 2 wherein the first frangible line is between the first joining 
element and the central longitudinal axis, and the second frangible line is between the second 
joining element and the central longitudinal axis. 

6. (Currently Amended) The device of claim 1 further comprising a release strip for the 
liquid absorbent device th« n*ma~ «« p is i™*t*ri nn an exterior of the outer cover . 

7. (Original) The device of claim 5 further comprising a vaginal insertion device placed with 

the liquid absorbent device. 

8. (Currently amended) A feminine sanitary protection device, comprising: 

a liquid impermeable outer cover having a central longitudinal axis, and including a top 
edge, a bottom edge, a first side edge and a second side edge, a first side section between the 
first side edge and the central longitudinal axis, and a second side section between the second 
side edge and the central longitudinal axis. 

means in the first side section and in the second side section for removing at least a 
portion of the first side section and at least a portion of the second side section from the outer 
cover, and 

a liquid permeable liner and an absorbent medium joined with the outer cover to form a 

liquid absorbent device, 

the liquid absorbent device being folded so the outer cover forms the exterior of the folded 
liquid absorbent device such that, upon removal of at least a portion of the first side section and at 
least a portion of the second side section from the outer cover and unfolding the liquid absorbent 
device and use of the ahsnrhant device, a remaining portion of the outer cover teo d ap t o d to 
tern fojrn§ a liquid impermeable layer of the liquid absorbent device that includes the liquid 
permeable liner and the absorbent medium. 

9. (Original) The device of claim 8 further comprising means in the first side section and in 
the second side section for joining respective portions of the folded outer cover together. 
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10. (Original) The device of claim 8 wherein the liquid absorbent device with its outer 
cover is tri-folded. 

11. (Original) The device of claim 9 wherein the removing means is between the joining 



means. 



1 2. (Currently Amended) The device of claim 8 further comprising a release strip for the 

liquid absorbent nnrtrr whrrin - r— is lQcated °" of the outer C °~ 

13. (Original) The device of claim 8 wherein the removing means includes a first frangible 
line in the first side section, and a second frangible line in the second side section. 

14. (Original) The device of daim 13 wherein each the frangible line includes perforations 

in the outer cover. 

15. (Original) The device of claim 8 further comprising a vaginal insertion device placed 

with the liquid absorbent device. 

16. (New) A liquid absorbent device for use with an undergarment, comprising: 

a liquid impermeable outer cover having a central longitudinal axis, and including a top 
edge, a bottom edge, a first side edge and a second side edge, a first side section between the 
first side edge and the central longitudinal axis, and a second side section between the second the 
side edge and the central longitudinal axis. 

a first frangible line in the first side section of the outer cover, and a second frangible line 

in the second side section of the outer cover, 

a liquid permeable liner and an absorbent medium joined with the outer cover to form a 
liquid absorbent device, at least the liquid absorbent medium being located between the first 
frangible line and the second frangible line. 

the liquid absorbent device being folded so the outer cover forms the exterior of the folded 
liquid absorbent device such that, upon removal of portions of the outer cover outboard the 
frangible lines and unfolding the liquid absorbent device and placement adjacent the undergarment 
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tar use of the liquid absorbent device, a remaining portion of the outer cover is adhered to the 
**. absorbent device and forms a liquid impermeable , ay er of the iiquld absent de^ce that 
includes the liquid permeable liner and the absorbent medium. 

17 (New) The device of claim 16 further comprising a first joining element in the first side 

and tte second joining element join respective portions of the folded outer cover together. 

18. (New) The device of claim 16 wherein each frangib.e line is in generally overlapping 
alignment with itself. 

19 (New) The device of claim 16 further comprising a first joining element in the first side 
section and a second joining element in the second side section wherein tine first franglb«e line is 
between the first joining eiement and the centra, longitudinal axis, and the second frangible line is 
between the second Joining element and the central longitudinal axis. 

20. (New) The device of claim 16. further comprising a release strip for the liquid 

absorbent device wherein the release strip is located on an exterior of the outer cover. 
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